
Available on all SJ scissor lifts, the pipe rack is an ideal aid for plumbers, HVAC 
and maintenance workers, who want to organize platform materials without 
limiting machine movement within tight spaces.

 ■  Mounted on the rails for optimized platform space

 ■  Carry pipe or conduit up to a maximum diameter of 1½” (40 mm)
 ■  Rated work load up to 100 lb (45 kg) on the pipe rack

DC LIGHT DUTY PIPE RACK

Use only on listed models DC LIGHT DUTY PIPE RACK

Model
Serial Number

SJ3215
100 000 001+

SJ3219
100 000 001+

SJ3220*
101 000 001+

SJ3226*
101 000 001+

Rated work load on pipe rack 50 lb (23 kg) 50 lb (23 kg)  50 lb (23 kg) 50 lb (23 kg)

Total rated work load 
including load on pipe racks

600 lb (272 kg) 
2 Persons

600 lb (272 kg) 
1 Person

500 lb (227 kg) 
2 Persons

500 lb (227 kg) 
1 Person

900 lb (408 kg) 
2 Persons

900 lb (408 kg) 
1 Person

500 lb (227 kg) 
2 Persons

Maximum wind speed 0 mph (0 m/s) 28 mph (12.5 m/s) 0 mph (0 m/s) 28 mph (12.5 m/s) 0 mph (0 m/s) 28 mph (12.5 m/s) 0 mph (0 m/s)

Model
Serial Number

SJ4726*
102 000 001+

SJ4732*
102 000 001+

SJ4740*
103 000 001+

Rated work load on pipe rack 100 lb (45 kg) 100 lb (45 kg) 100 lb (45 kg)

Total rated work load 
including load on pipe racks

1000 lb (454 kg) 
2 Persons

700 lb (317 kg)
2 Persons

700 lb (317 kg)
1 Person

770 lb (350 kg) 
2 Persons

Maximum wind speed 0 mph (0 m/s) 0 mph (0 m/s) 28 mph (12.5 m/s) 0 mph (0 m/s)

Model
Serial Number

SJIII 3215*
152100+

SJIII 3219*
237574+

SJIII 3220*
272100+

SJIII 4626‡

710000+
SJIII4632‡

70 200 001+

Rated work load on pipe rack 50 (23 kg) 50 (23 kg) 50 (23 kg) 100 lb (45 kg) 100 lb (45 kg)

Total rated work load 
including load on pipe racks

600 lb (272 kg) 
2 Persons

550 lb (249 kg) 
2 persons

600 lb (272 kg)
2 persons

600 lb (272 kg) 
2 persons

600 lb (272 kg) 
2 persons

Maximum wind speed 28 mph (12.5 m/s)
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*Maximum allowable pipe size is 10 ft (3.05 m) long by 1½” (40 mm) diameter and cannot be combined with the full height gate option
‡Maximum allowable pipe size is 21 ft (6.40 m) long by 1½” (40 mm) diameter


